Bridging software.

X.25 software, Version 2.0, NET2, BFE and GOSIP compliant.

TN3270 Emulation software.

1 Switch Processor
1 EIP controller (6 Ethernet).
1 TRIP controller (4 Token Ring).
1 AIP controller (1 ATM).

6 Ethernet/IEEE 802.3 interface(s)
4 Token Ring/IEEE 802.5 interface(s)
1 ATM network interface(s)

128K bytes of non-volatile configuration memory.

4096K bytes of flash memory sized on embedded flash.

Configuration register is 0x2102

• show running-config

Building configuration...

Current configuration:

!

version 12.0

service timestamps debug datetime localtime
service timestamps log datetime localtime
no service password-encryption

!

hostname Router

!

boot buffersize 126968

boot system flash slot0:halley

boot bootldr bootflash:c6msfc-boot-mz.120-6.5T.XE1.0.83.bin

enable password lab

!

clock timezone Pacific -8

clock summer-time Daylight recurring redundancy

main-cpu

auto-sync standard

!

ip subnet-zero

!

ip multicast-routing

ip dvmrp route-limit 20000

ip cef

mls flow ip destination

mls flow ipx destination

cns event-service server

!

spanning-tree portfast bpdu-guard

spanning-tree uplinkfast

spanning-tree vlan 200 forward-time 21

port-channel load-balance sdip